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Clean Air Systems

DO IT RIGHT

Enginaire’s vision is to drive advancement in the
environment on light to heavy-duty equipment

and to positively impact equipment operators lives.

Welcome to the Enginaire Catalog. We hope it serves as a
simple tool to find filtration products of interest.

At Enginaire, we offer the complete family of air
filtration systems. Since 1972, Enginaire Clean Air
Systems of Janesville, Wisconsin, has been manufacturing
and designing air intake systems for diesel and gas engines
powering mobile and stationary equipment that operate in
extreme conditions.

Enginaire has long been the leader in highly efficient
plastic and metal air precleaners holding numerous
patents. Building on those innovations, Enginaire has
come to develop and offer many lines of standard, heavy-
duty and custom air cleaners, adapters, intake accessories
and are pioneering development of product in operator
cab pressurization and filtration products.

Please visit our website enginaire.com to view live

product demonstrations. Our team greatly appreciates your

business and are always available to help with any questions!

Testimonial

“We have our dozers operating at several coal fired
power plants. We have severe conditions with fine
dust being drawn into the cab through the filter and
through doors and other air leaks. Since we installed
Enginaire’s Cabaire cab pressurization unit, our
filter changes went from every 20 to 30 hours to
after 300 hours, having no reason to change in the
foreseeable future.”

- Dozer Manufacturer Sales Manager
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Air Cleaner Model by Enginaire, Engine Air Induction

START 1. Dirty air enters here.
2. Spinning air follows the Inner wall of the

canister passing through the filter and dirt

i -« — .' \ particles are ejected by a static precleaner,

4 0
= ,
‘ i,

4. Clean, filtered air
3. Air passes through the filter so only...

goes to the engine.

The Original and Still the Best Enginaire Air Precleaners

Produced by Enginaire in Janesville, Wl using metal and composite materials with lifetime warranties. Serve as first stage of engine air
filtration for off-highway equipment. Sized by engine’s airflow but fit right on top of air cleaner inlet pipe like canister shown above.

All Precleaners Carry
Lifetime Warranties!

2. The spinning rotor

3. The dirt is then ejected separates the dirt and carries

back to the atmosphere.

Benefits
Up to 10X Filter Life!

it along the inside of the

cover to the discharge port

i\, where...

START 1. Dirty air enters

Removes up to 95% contaminant through the angled louvers

Very little initial restriction added and the engine vacuum
spins the rotor.
Decrease maintenance time and costs o
4. Clean air is drawn into the plenum chamber and

Increase engine and components iife only clean, dry air goes to the filter and the engine.

VLR lntegrated Air START 1. Dirty air 50% Longer Filter

enters here Life than Filter +
Precleaner

5. The air then passes

Cleaner/Precleaner iwoun e fiter soonly.

Lower Airflow Restriction Than
Standard Canisters with No
Precleaner due to Downstream
Airflow!

2. Dynamic

6. Clean, filtered air

goes to the engine!

precleaner ejects

maost dirt particles

4. Static precleaner 3. Spinning air follows the

ejects most dirt here inner wall of the canister

Enginaire Clean Air Systems www.enginaire.com 1-800-359-1704
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Easy to Service Twist Lock Cap Cellulose Media 99.9% Contaminant Removal

High Strength Polymer Design Vacuum Ports in the Outlet
Airflow 50 to 310 CFM Industry Standard Elements

Revolutionary Cap Locking, Single Moveable Lever
No External Clips or Clamps, No Clearance Needed
Lever Moveable to 5 Locations Around Housing

6 Internal Structured Pins Protected and Hold Cap Tightly

Mount Flush Against Machines in Tighter Spaces

Stainless Brackets Included and Optional Style For Many Bolt Patterns

o 2 (e [ E
- = 5= . - —rre -
r
!
. z =1
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Initial Restrenon A B C D F
Model Part 6" H20 " H20 10" H20 OD Inlet OD Outles
Number Numbed Type | CFM | M3m | CFM | M3m | CFM | M3m | iach mm inch mm inch mm inch mm inch mm
2s-TL-EI-ST 67100 75 21 83 24 924 2.7 2.00 51 LI5S 45 4.8 122 6 152 1 228
2s-TL-E2-ST 67110 58 1.6 68 19 76 22 2.00 51 L78 45 4.80 122 6 152 1 228
25-TL-E1-90 67140 68 1.9 76 22 85 24 2.00 51 178 45 4.80 122 6 152 | 10.62 | 265
2s-TL-E2-90 67150 53 L5 59 1.7 76 22 2.00 5 175 45 4.80 122 6 152 | 10.62 | 265

2-TL-EI-ST 67200
2-TL-E2-ST 67210
2-TL-E1.%0 67240
2-TL-E2-90 67250
2.-TLEX-EI-ST | 67205
2. TLEX-E2.ST | 67206
2.-TLEX-E1-9) | 67251
2-TLEX-E2-90 | 67252
2.5-TL-EI.ST [67270
2.5-TL-E2-ST | 67272
2.5-TL-E1-90 | 67260
2.5-TL-E2-90 | 67262
3.75-TL-EI-ST | 67319
3.75-TL-E2-ST | 67320
3.75-TL-E1-90 | 67310
3.75-TL-E2-90 | 67312

87 2.5 100 | 2.8 115 | 33 | 200 | 51 | 200 (| 51 | 550 | 140 [ 71 180 | 1525 | 387
75 21 9% 2.6 105 | 30 | 200 | 51 | 200 | 51 (550 | 140 | 71 180 | 1525 | 387
75 21 89 25 97 28 | 2.00 | 51 2,00 | 51 550 | 140 | 71 180 | 14.2 | 361
70 2.0 83 24 | M 27 | 200 | 51 200 | 51 550 | 140 7.1 180 | 14.2 | 361
102 | 29 15 | 33 130 | 3.7 | 200 | 51 | 200 | 51 | 550 | 140 | 71 180 | 16.4 | 417
92 2.6 106 | 3.0 18 | 33 | 200 | 51 (200 (| 51 (550 ( 140 [ 7.1 180 | 16.4 | 417
2%

76

26 | 108 | 31 | 12| 32 [200| 5 [200] 5 |55 | 140 [ 71 | 180 | 151 | 384
22 | 88 | 25 | 94 | 27 |200| 51 [200]| 51 [55 | 140 | 7.0 | 180 | 15.1 | 384
140 | 40 | 165 | 47 | 190 | 54 | 250 | 63.5 | 250 | 635 | 6.89 [ 175 [ 8.15 [ 207 | 1403 | 350
130 | 3.7 | 155 | 44 | 175 | 5.0 | 250 | 63.5 | 250 | 635 | 6.89 | 175 | 8.5 | 207 | 1413 | 359
128 | 36 | 145 | 41 | 165 | 47 | 250 | 63.5 [ 2.50 [ 635 | 6.89 | 175 | 8.5 | 207 | 1622 | 412
120 | 34 | 138 | 39 | 155 | 44 | 250 | 63.5 | 2.50 | 63.5 | 6.89 | 175 | 8.5 | 207 |16.22| 412
240 | 68 | 272 | 77 | 310 | 878 | 3.75 [ 953 | 3.5 [ 889 | & | 203 | 103 | 262 | 1875 | 476
215 | 609 | 250 | 7.08 | 280 | 7.93 | 3.75 | 95.3 | 3.5 | 889 203 | 10.3 | 262 | 1875 | 476
210 | 595 | 245 | 694 | 275 | 7.79 | 3.75 | 95.3 | 3.5 | 88.9 203 | 10.3 | 262 | 1925 | 459
195 | 5521 226 | 64 | 260 | 7.36 | 3.75 | 953 | 3.5 | 88.9 203 | 103 | 262 | 1925 | 459

P 10 s w00 10 = 10 0 e 0 10 e e Y S e e
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We proudly meet the rigorous standards of UL with our tested and certified UL Approved
Flame Retardant Air Cleaners. They come with all the benefits of our Magna Seal Twist Lock
Series: compact design, ease of service, and very high efficiency. In the case of a fire, filters
stop the embers and answer the call for UL Approval ie. in dual-fuel, power-gen, indoor.

Initial Restoction A B C D E

Model Pan 6" H20 8" H20 10" H20 OD Inber OD Outlet

Number Number | Type | CFM | M3m | CFM | Mim | CFM | M3m | inch mm inch mm inch mm inch mm inch mm
25-TLFR-ELST [ 67100UL| 1 5 2.1 83 24 9 27 | 200 | 5t 175 | 4 48 | 122 6 152 1 28
2s- TLFR-E1-90 67140UL 2 68 L9 76 2.2 85 24 2,00 51 1.75 45 4.80 122 6 152 | 10.62 | 265
2-TLFR-EL-ST 67200UL 1 83 24 93 2.6 10 31 2,00 51 200 51 550 | 10 7.1 180 | 1525 | 387
2-TLFR-E1-90 67240UL 2 73 2.1 85 24 9% 2.7 2.00 51 2.00 51 5.50 140 7.1 180 142 | 361
2-TLEXFR-EI-ST | 67205UL| | 85 24 L) 2.7 M2 | 32 | 200 | 51 | 200 | 58 | 550 | 140 | 7.1 180 | 164 | 417
2-TLEXFR-E1-90 | 67241UL 2 " 2.1 86 24 9 28 2.00 51 2.00 51 5.50 140 7.1 180 151 | 384
2.5-TLFR-EL.ST | 67270UL 1 140 4.0 165 47 190 54 2.50 | 635 | 2.50 | 635 | 689 175 | 8.15 | 207 | 4,13 | 359
2.5-TLFR-E1-90 67260UL 2 128 3.6 145 4.1 165 4.7 250 | 635 | 250 | 635 | 6.89 175 815 | 207 | 1622 | 412
3.75-TLFR-E1-ST [67320UL I 230 | 6.51 | 265 75 205 | 836 | 375 | 953 | 35 | 889 8 203 | 103 | 262 | 1875 | 476
3.75-TLFR-E1-90 [67310UL | 2 210 | 596 | 245 | 694 | 275 | 7.79 | 3.75 | 953 3.5 88.9 8 203 103 | 262 | 1925 ] 459

= N ) L . Polished Stainless Steel Mounting Bracket
[WISTLEOCK 2 WISSEMES
Standard or Multi-Position Mounting Bracket

DESIONTEEAtUres andOptions

Internal or External Evacuator Valve

Available with 90 Degree or Straight Outlet

AU6364
Model / Part Number
Description 2s-TL 2-TL 2-TLEX 2.5-TL 3.75-TL
1 Filter Body Straight 320115 350112s 3501125 320120 320123
Filter Body 90 (not shown) 320116 350112 350112 320121 320124
2  |Filter Cap 320118 350110 320119 320122 320125
2s-E1 2TL-El 2-El 2.5-E1 3.75-El
3 Primary Element 68300 68460 68310 68315 68330
2s-E2 2TL-E2 2-E2 2.5-E2 3.75-E2
4 |Safety Element 68340 68465 68350 68355 68370
5 UL Approved 2s-E1-FR | 2TL-EI1-FR | 2-El-FR 2.5-E1-FR | 3.75-E1-FR
Primary Element 67120 68460 67402 67400 67420
6 |External Ejector 68211 68210 68210 68210 68210
7 |Lever Lock 320126 320127 320127 320128 320129
8 |SS Mounting Bracket 67230-1 68270 68270 68236 68246
Options
9 |Internal Ejector 68212 68213 68213 68213 68213
10 |SS Multi Position Bracket 68231 68233 38233 68237 68247

Enginaire Clean Air Systems www.enginaire.com 1-800-359-1704 5



PiastiCiViagnasseal

EVASENES AR CIeaners

Airflow 50 to 1100 CFM

High Strength Polymer Design

Cellulose Media 99.9% Contaminant Removal
Vacuum Ports for Restriction Gauge
Mounted Vertical or Horizontal

Industry Standard Elements ‘ ' A =
Available with 90 Degree -90 or Straight —-ST Outlet | o

Available with (-E2) or without (-E1) Safety Element

' T —
] B | ¥ Il
— om ~V
: -~
Type 1
Imisial Restricesan \ 1 « n | 3

Madel Purt At M A" HMO 10" 1 O lales OF) Ovpthet 1

Number Number Fype M Mim M Mim CFkM Mim _ch mm nch mm Ik - Inch = inch -
25-FW-E) 68110 1 75 21 20 5 105 30 240 51 175 45 48 122 6,14 156 595 225
25-FW-E2 68111 1 65 I8 75 21 85 14 200 51 175 45 480 122 [NE] 156 N8 228
25-FW.EL90 68103 2 3 .7 3 0 82 23 2.0 st 1.5 4 4.80 122 014 ‘ 156 10.43 268
25-FW.E2-00 68107 2 i3 1.5 63 1.8 71 2.0 2.0 51 1.75 43 450 22 6,14 156 | 10,43 263
2-FW-EI 68120 1 180 28 1s a3 130 a7 200 51 2,00 3l 375 146 R 180 13.39 340
2FW-E2 68130 1 « 25 105 3o 115 33 palll} s1 200 31 37 146 . 150 13.39 340
2 EW-EL90 68116 2 8 24 102 29 13 32 200 51 200 st 578 146 7.0 150 14.96 380
2.FW-E2.90 68127 2 il 22 92 26 103 20 200 st 2.00 51 5.78 146 .09 180 14.96 380
25FW.EL 68152 1 50 42 175 50 195 5 250 638 250 038 089 175 8.13 207 14.13 339
25 FWE2 65135 1 145 41 165 7 185 L2 250 05s .50 638 049 178 815 07 l 1413 I 35
2.5-FW-E1-9% 68131 2 134 s 156 44 175 50 2.50 63,5 2.50 63.5 6,89 175 8,15 207 16,22 an
2,5-FW-E2-9) 65134 2 17 3.6 148 3.2 168 4.7 2.50 63.5 2.50 63,5 .49 175 §.15 207 16,22 412
3 FW-EL 63140 1 160 4.5 190 ) 2 ) 3.4 i 300 7 .24 184 H.5% 218 14,87 3
3-FW-E2 63150 1 150 42 m 48 " 54 300 7 300 76 .24 184 8.5% 218 | 1457 I am
3-FW-E1-90 68140-2 2 154 44 181 51 196 56 300 7% 300 7% 24 184 8.58 218 17.80 452
3-FW-E2-90 68150-2 2 138 40 162 L6 182 52 3.00 76 3.00 76 7.24 184 8.58 218 17.50 452
3.75-FW-E1 631600 1 250 7 290 54 325 9.2 375 95 350 19 8,35 212 9,72 247 15,63 397
3.75-FW-E2 68170 1 ns (] 260 74 280 1.9 375 95 350 89 8.35 212 .72 247 15.63 m
375 FW.E1.90 68157 2 212 (X 150 71 b 14l 7.8 375 93 3350 89 8.35 212 wm 247 18.4 R
375 FW.E2.90 68167 2 188 3 20 6.2 250 7.1 378 93 3.50 49 833 212 9.72 247 18.5 47
45-FW-EI 68175 1 375 106 425 1240 475 13.5 450 14 400 102 10,60 268 1.9 302 I 1913 486
4.5-FW-E2 681751 1 325 2.2 375 1.6 425 12.0 450 114 4 102 10,60 268 1.9 302 19.13 A6
6-FW-El 63178 1 0 170 685 194 ERL] 21.8 .00 152 5.00 27 12,20 309 13.54 1 344 2200 | 560
6-FW-E2 68179 1 00 142 565 1641 630 17.8 6.00 152 5.00 127 12,20 309 13,54 344 22.00 560
T-EWES 63182 1 00 27 210 58 1060 30 700 178 6.00 152 15.50 394 16,80 27 l 21.50 I 548
T-FW-E2 63180 1 10 201 K30 255 Sl 27.2 7 178 £.00 152 15.50F 304 16.80 427 21.50 545

6 Enginaire Clean Air Systems www.enginaire.com 1-800-359-1704
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Working Temp -40c to +80c (-40F to 176F)
Heavy Duty Plastic Clamps (Not Wire Clamps)

Internal or External Evacuator Valve

Polished Stainless Steel Mounting Bracket
Optional Dust Load Indicator, Service Indicator

Private Labeling Available

FW Series Parts

Model / Part Number
Description 2s-FW 2-FW 2.5-FW 3-FW 3.75-FW 4.5-FW 6-FW 7-FW
1 Filter Cap 68110-1 68120-1 68132-1 68140-1 68160-1 68175-3 68633 68645
2s-E1 2-E1 2.5-E1 3-E1 3.75-E1 4.5-El 6-E1 7-E1
2 Primary Element 68300 68310 68315 68320 68330 68332 63630 68638
2s-E2 2-E2 2.5-E2 3-E2 3.75-E2 4.5-E2 6-E2 7-E2
3 Safety Element 68340 68350 68355 63360 68370 68372 68631 68645
A External Ejector 68211 68210 68210 68210 68210 68210 68210 68210
5 Clamp w/Hinge 68250 68250 68250 68250 68250 68250) 68250 68250
6 Filter Body 68110-2 68120-2 68132-2 68140-2 68160-2 68175-2 68633-2 68645-2
7 Metal Bracket 65230 68235 68238 68240 68245 68241 68241 68248
Options
8 Internal Ejector 68212 65213 68213 68213 68213 68213 68213 68213

Enginaire Clean Air Systems www.enginaire.com 1-800-359-1704 7
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Airflow 100 to 1100 CFM

Medium to Extreme Environment

Heavy Duty Metal Construction

Cellulose Media 99.9% Contaminant Removal
2 Metal Mounting Brackets Included
Vacuum Ports in the Outlet

Available with (-E2) or without (-E1) Safety Element

[-A—]
J,________ L o
2
Initial Restnction A B C D I
Model Parnt 6" H20 3" H20 10" H20 OD Inlet OD Outlet
Number Number! CFM | M3m | CFM | M3m | CFM | M3m | inch mm inch mim inch mm | inch mm inch mm

ENO05-11687-E1 | 68601 | 91 25 105 | 2.9 119 | 33 2.0 51 | 2,00 | 51 | 525 | 133 | 10.63| 270 | 14.76| 375
ENO05-11687-E2 | 68600 | 85 24 100 | 28 12 | 31 | 200 51 | 200 | 51 | 525 | 133 | 10.63| 270 | 1476 | 375
ENO06-11571-E1 | 68610 | 140 | 3.9 165 | 4.6 190 | 53 [ 300 | 76 | 300 ( 76 | 650 | 165 | 15.75| 400 | 19.88 | 505
ENO06-11571-E2 | 68611 | 127 | 3.6 149 | 4.2 171 48 | 300 76 | 3.00 | 76 | 650 [ 165 | 15.75| 400 | 19.88 | 505
ENO0S-11306-E1 | 68615 | 220 [ 62 | 259 | 7.3 | 298 | 84 | 375 | 95 | 3.50 | 89 | 8.00 [ 203 | 15.87 | 403 |20.35| 516
ENOS-11306-E2 | 68616 | 198 | 5.6 | 233 | 65 | 268 | 75 | 375 | 93 | 350 | 89 | 8.00 | 203 | 15.87 | 403 | 20.35| 516
EN10-11116-E2 | 68416 | 248 | 7.0 | 292 | 82 | 336 | 95 | 4.00 | 102 | 400 | 102 | 10.25 | 260 | 16.54 | 420 | 20.55| 521
EN10-11312-E2 | 68415-2| 310 | 8.7 | 365 | 10.3 | 420 | 1L8 | 450 | 114 | 500 | 127 | 10.25 | 260 | 19.00 [ 482 | 22.90 | 582
EN12-13630-E2 | 68414 | 385 | 109 | 445 | 126 | 505 | 14.3 | 5.00 | 127 | 5.00 | 127 | 1L.81 | 300 | 20.40 | 518 | 24.50| 622
EN14-13361-E2 | 63410 | 625 | 17.6 | 740 | 20.9 | 825 | 233 | 6.00 | 152 | 6,00 | 152 | 14.00 | 356 | 22.60 | 374 | 27.40| 696
EN16-13711-E2 | 68412 | 755 | 21.3 | 900 | 25.4 | 1000 | 28.3 | 7.00 | 178 | 7.00 | 178 | 16.00 | 406 | 20.90 | 530 | 25.10 | 638

8 Enginaire Clean Air Systems www.enginaire.com 1-800-359-1704
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High Strength Steel Construction

Can be Mounted Horizontal or Vertical

External Evacuator Valve

Standard Design Compatibility

Industry Standard Elements

Available With or Without Safety Element

N
4
MODEL / PART NUMBER
Description ENO05-11687 | ENO06-11571 | EN08-11306 | EN10-11116 EN10-11312 | EN12-13630 | EN14-13361 EN16-13711

1 [Filter Cap 68602 68612 68617 68417 68417 68414-6 68411 68413

2 |Primary Element ENO05-E1 ENO06-E1 ENO08-E1 ENI10-E1-44 | EN10-E1-45 ENI12-E1 ENI14-E1 ENI16-E1
68601-1 68625-1 68605 68400 68406 68414-1 68410-1 68412-1

3 [Safety Element ENO05-E2 ENO06-E2 ENO08-E2 EN10-E2-44 | EN10-E2-45 EN12-E2 EN14-E2 EN16-E2
68602 68604 68606 68401 68407 68414-2 68410-2 68412-2

4 |Mounting Bracket 68603 68613 68618 68418 68418 68414-3 68410-3 68412-3

5 |Gasket 68430 68430 68430 68433 68433 68433 68433 68433

6 |Nut (or Wing Nut) 68450 68451 68451 68452 68453 68453 68453 68454

7 [Wing Nut (or Knob) 68460 68460 68460 68461 68461 68461 68461 68461

8 |Gasket 68465 68465 68465 68468 68468 68468 68468 68468

9 |Wheel Screw 68620-1 68620-1.5 68620 68621 68621 68621 68621 68622

10 |Ejector Valve 68210 68210 68210 68210 68210 68210 68210 68210

11 |Filter Body 68602-1 68612-1 68617-1 68417-1 68415-2 68414-7 68411-1 68413-1

Enginaire Clean Air Systems

www.enginaire.com

1-800-359-1704
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1000-2000 CFM Range and Capability to Design Many Sizes

Heavy-Duty and Customizable Inlet Locations, Inlet/Outlet Sizes

2 Black Painted Brackets Standard and Included in Price ™
Dual Primary and Safety Filter Elements Available

~ ME16 Inline Filter ME19-E2 19” Filter

\ ,/'Ji
| : . @
B «
1 Vil o H(O][H K
1 a
=JI i =‘ ! 8 ;
L i | End Inlet Right Inlet Center Inlet Left Inlet
We can make many additional sizes and configurations of these ME Style Metal Canisters. Please contact us with custom requests!
Initial Restriction
6" H20 8" H20 10" H20 OD Inlet OD Outlet ’ Length paa
Diameter Position
Model Numb Part Numb CFM M3m CFM M3m | CFM M3m| inch mm | inch mm inch mm inch mm
ME16-07-06-E2-IN 68540 940 | 26.60| 1100 [31.15| 1240 351 | 7 |1778| & | 1524 16 406.4 | 29.32 [744.73| End
ME17-08-07-E2 68541 1200 34| 1390 | 394 | 1580 [447 | 8 |2032| 7 |177.8 17 431.8| 23.81 |604.77| Left
ME19-09-08-E2 68543 1500 425| 1790 | 507 | 2010 |599| 9 |2286| 8 |2032 19 4826 | 27.35 |694.69| Right

Inlet’s locations can be customized on request such as tangential, top center, configured on end. Call for information.

Parts Breakdown ME Series Air Cleaners

1
5 8 7 6
Description ME16-07-06-E2-IN|ME17-08-07-E2 ME19-09-08-E2
End Cap 68538TP 68541-TP 68545-4
2 Body 68538-4 68541-4 68545-3
3 Primary Element EN16-E1 ME17-E1 MEI19-E1
68412-1 68541-1 68543-1
4 Safety Element EN16-E2 ME17-E2 ME19-E2
68412-2 68541-2 68543-2
5 Mount Bracket 68412-3 68547 68543MT
6 Long Latch 325522 325522 325522
7 M10 Thru Knob 68541-4 68541-4 68541-4
8 MI10 Wing Knob 68541-5 68541-5 68541-5

10 Enginaire Clean Air Systems www.enginaire.com 1-800-359-1704
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VLR Integrated Air Cleaner / Precleaner

A B [—"
g isl 8 |
Ininal Restricuon A B e
6" H20 8" H20 10" H20 OD Outlet Body Diameter Length
Madel # Part# | CFM | M3m | CFM | M3m | CFM M3m mch mm inch mm inch mm

16-07-VLR-E2-St | 68529 | 710 | 2009 | 860 | 2434 ] 1000 | 28.30 7 177.8 16 4064 322 81788

17-07-VLR-E2-St | 68820 | 900 | 2547 ] 1050 | 29.72 ] 1250 | 3538 7 1778 17 431.8 324 |822.96

19-08-VLR-E2-St | 68800 | 1300 | 36.79 | 1450 | 41.04 | 1650 | 46.70 8 203.2 19 482.6 | 37.66 |956.56

Parts Breakdown Large VLR Series Air Cleaners

|
2 4 3
5
8 7 6
Description 16-07-VLR-E2-St 17-07-VLR-E2-St 19-08-VLR-E2-St
1 |PrecleanerTop 6852971P 68820TP 68800TP
2 |VLR Body 68529-3 68820-3 68800-3
Primary Element EN16-E1 ME17-E1l ME19-E1
68412-1 68541-1 68543-1
4 |Safety Element EN16-E2 ME17-E2 ME19-E2
68412-2 68541-1 68543-2
5 |EN16 Mount Bracket 68412-3 68547 O68543MT
6 |Long Latch 325522 325522 325522
7 |IM10 Thru Knob 68541-4 68541-4 68541-4
8 IM1O Wing Knob 68541-5 68541-5 68541-5

Enginaire Clean Air Systems www.enginaire.com 1-800-359-1704 11
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Engine Packagers

We design and build kits for your specific engines. We will
make the filters, precleaners, and whatever brackets are
needed. Supply the ducting and hardware, put it in a box
with a parts drawing, labeled ready for you to use or simply
send to your customer along with the engine.

-
-
s
-

=
-

= .3

¥\ Specialty laser cut and

fabricated brackets

Call and let us help you maximize your profits by
eliminating time consuming and tedious outsourcing of

components from muitiple vendors.

12 Enginaire Clean Air Systems www.enginaire.com 1-800-359-1704



CUSTONT A CIEanEers

In-line and Custom Air Cleaners

Enginaire can design custom air cleaners. Our 3” inlet and outlet canister can
be used as a downstream filter for the Cabaire or as a stand-alone engine air
cleaner. Two of our 16” dual inlet filters and two 880 and two 770L metal
precleaners have found a home on heavy duty runway brooms. One inlet
draws indoor and the other outdoor air. Depending on the season and

weather, they decide which baffle to open/ which inlet to use. 16” Dual Inlet

Filter Canister

Inline 3X3 Inlet/Outlet f' -

P ——

150-210 CFM

Also a Great Downstream

LEVAI DU =N TERZO00NCEIVI

LV Large Volume Series contains side-by-side dual elements with safeties (4 filters).

Available in 2000 CFM.

6" H20 8" H20 10" H20 0D Inlet OD Outlet |Height Width Depth
Part
Model Number CFM M3m CFM  M3m CFM M3m inch mm inch  mm | inch mm inch mm inch mm
LV2000-E2 (Dual
Element Plus 68536-1 1650 46.695 15900 | 53.77 2300 65.09 9 228.6 8 203.2 | 19.5 | 4953 30 762 245 622.3
Safety)

Parts Breakdown LV2000 Dual Side-by-Side Air Cleaners

ee———— — —

G LV 2000 CFM

Enginaire Clean Air Systems www.enginaire.com 1-800-359-1704
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AlRCIeaneriVIOUNNGIBraCKELS

Style 1
. Part Number| Diameter A B C
FW and TL Series R | T
FW Series Style 1 Fits FW
A Style 2 68230 | 475" | 1s63" | 275" | 5/16
EN Series 68235 5.75" 1.875" 3.12" 3/8
) 68238 6.89" 1.875" 3.50" 3/8
| FW Series 68240 | 7.24" |1875" | 375 | 3/8
o Dianleter— 68245 8.35" | 2.00" 4.35" 5/16
] 68241 10.70" 3.15" 4.64" 5/16
N Style 2 Fits EN Filters
- 68603 525" | .87" 321" | 5/16
C ‘ B 68613 6.50" | .87" 3.62" | 5/16
| 68618 .00 | 98" | 433" | 5/16
Style 3 ‘ 68418 | 1025" | 125" | 5.00" | 3/8
B " " "
. . C 68414-3 11.81 1.25 5.98 1/2
Multi P
ulti Position | 68410-3 | 14.00" | 138" | 800" | 1/2
68412-3 16.00" 1.50" 10.00" 1/2
Style 3 Fits TL (UL) Filters
68231 475" 1.50" [2.75"/4.63"| 5/16
68233 5.75" 1.94" |[3.13"/5.38"| 3/8
68237 6.89" 1.88" 3.5"/6.0" 3/8
68247 8.35" 1.94" | 4.35"/7.5" | 3/8

D USTLEOAUN NGICATOrSRESHCLIONNSAUTES);

Type 1 Type 2 Don’t change filters by sight, use a dust load indicator

set to the engine manufacturers recommended system
limits to determine when to change.

Type Model Restriction | 1/8" NPT | Body

Setting Thread |Diameter

Optical | DLOF9 | 9"H,0 | Female | 1.28"
Optical | DLOF20 |20"H,0| Female | 1.28"
Optical | DLOMY | 9"H,0 | Male | 1.28"
Optical | DLOM20 |20"H,O| Male | 1.28"
Electric | DLEF20 |20"H,O| Female | 1.28"
Electric | DLEM20 [20"H,O| Male | 1.28"

Sl o - -
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RalCaps

Part Number 1D oD HT Material
68383 1.75" 5.24" 3.15" Plastic
68381 2.00" 5.24" 3.15" Plastic
68384 2.5" 5.98" 3.31" Plastic
68380 3.00" 7.05" | 3.43" Plastic
68382 3.75" 992" | 4.37" Plastic
68388 4.00" 9.84" | 4.33" Plastic
68389 4.50" 9.84" | 4.33" Plastic
68386 5.00" 10.40" 4.53 Plastic
68387 6.00" 14.20" | 5.71" Plastic
68385 7.00" 15.20" | 6.50" Plastic

PrecleanerStyle S BoltClamps

Clamps can be used for a variety of applications.

Note: clamps are sized for ID of precleaner or OD
of tube. Actual clamping range is larger.

Part Number Size Fits
Precleaner

91200 2.00" 200
91250 2.50" 255
91300 3.00" 330
91400 4.00" 440s
91450 4.50" 445
91500 5.00" 550
91600 6.00" 660
91700 7.00" 770L
91800 8.00" 880
91900 92.00" 990

RETO KIS (CONVErSIGNSItoT VLR

VLR Retro Kits convert standard air cleaners into Enginaire VLR systems. The VLR offers lower restriction
than an air cleaner without a precleaner and adds a centrifugal precleaner to the end of the air cleaner
extending filter life 50% longer than filter with a precleaner. Simply the best. Sizes fit many standard filters

and the VLR mounts where other precleaners won't.

From This... ,
/ ...to This in Seconds — ||
\
Part Number Model Fits
68515 PD7 Donaldson T"
68520 PD8 Donaldson 8"
68420 PMH5SE M&H &' e
68525 PMHEEB M&H 8" &

Enginaire Clean Air Systems www.enginaire.com 1-800-359-1704 15



Air Precleaner Sizing and Installation

Installation Tips

e Locate away from heavy contamination concentrations.

e  Use rubber elbows to keep restriction at a minimum.

e When installing outside the engine compartment make sure
the discharge port is directed away from the operator

Enginaire precleaners can be installed in
virtually any plane, horizontal, vertical,

position and facing opposite to the direction of travel.

even up side down. In most cases it is a e Always allow a minimum of 3” between the angled louvered
simple matter of removing and replacing base and the engine cover to avoid restricting airflow.

an existing rain cap, dust bowl, or other e Locate precleaner a minimum of 12” below any exhaust
style precleaner. outlet.

Save Up To 10 Times The Filter Life e Installations located under the engine cover or hood should

be made with the discharge port directed downward.

Save Up To 10% On Fuel Costs It is important to have a good seal between the precleaner and

. the air cleaner intake tube!
Save Up To 15% On Oil Costs

e Install with a twisting motion onto the intake tube. Never
Save Up To 25% Lower Engine Maintenance pound on the precleaner!

Save Up To 50% Less Engine Downtime e Use no more than 15 Ibs. of torque on the precleaner clamp
to avoid damage to the intake tube.

Save Up To 25% Increased Engine Life Precleaner SlZlng Guide

Use The Following Formula to Size The Proper Enginaire Precleaner For Your Application
Important The precleaner must be selected according to the Min/ Max CFM Range noted in the precleaner table!

Follow these steps.

1. Determine engine airflow requirements. 2. If the engine airflow is unknown, use the formula below to determine
engine airflow. 3. Using the CFM range, select the precleaner required. 4. Measure the OD of the air inlet tube.

5. If the selected precleaners outlet ID does not match the inlet OD of the air cleaner, select the appropriate adapter
from the adapter section of this Product Guide. If you don't see what you need, call us and we can help.

Cubic Meters Per Minute Formula (M%min) Cubic Feet Per Minute Formula (CFM)
2 Cycle Enginces 4 Cycle Engines 2 Cycle Engines 4 Cycle Engines
M¥min =RPM x L x VE M¥min =RPM x L x VE CFM =RPM x CID x VE CFM =RPM x CID x VE
1000 2000 1728 3456
Volumerric Efficiency Volumetric Efficiency Volumetric Efficiency Volumetric Efficiency
Diesel Engines Diesel Engines Diesel Engines Diesel Engines
Blower Scavenged =L40 Narturally Aspirated =085 Blower Scavenged =L40 Naturally Aspirated =0.85
Turbocharged =190 Turbocharged =1.60 Turbocharged =190 Turbocharged =160
Turbocharged-inter cooled =210 Turbocharged-after cooled =1.83 Turbocharged-inter cooled =2.10 Turbocharged-after cooled =1.85
Gasoline Engines Gasoline Engines Gasoline Engines Gasoline Engines
Up to 2500 RPM =0.85 Up to 2500 RPM =0.80 Up to 2500 RPM =0.85 Up to 2500 RPM =0.80
2500 to 3000 RPM =0.80 2500 to 3000 RPM =0.75 2500 to 3000 RPM =0.80 2500 to 3000 RPM =0,75
3000 to 4000 RPM =0.75 3000 to 4000 RPM =0.70 3000 to 4000 RPM =0.75 3000 to 4000 RPM =070
M//pun - Cubic meters per nunum L~ Limss displacement CPM - Cubnc Feet per munute  CID ~ Cubic inch displacement
RPM - Revolusons per minuse  VE-Volumemc eficiency RPM - Revolutons per nunue  VE-Vohinwmc eficency

METRIC CONVERSIONS: CID x.061 = CM3 1 liter =61.02 CID 1 liter per minute (LPM) = .035 CFM
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Integrated VLR Precleaner/Filter Introduction

Up to 50% Longer

LOWER AIRFLOW RESTRICTION
THAN STANDARD CANISTERS ALONE

Filter Life Than

Filter & Precleaner

5.The Air Then L. Dirty air

Filtered
Air Goes
to The
Engine

6. Clean Passes Through the wﬂtershere
Filter So Only

3.Spinning Air

Eoll the | 2. Dynamic
4. Static Precleaner W:II Z?Ehe Elarr]lri]setrér Precleaner Ejects
Ejects More Dirt Here Most Dirt Particles

Air Filter Life Comparison / Better Horsepower Retention /

Lower Emissions for Longer periods of Time

g 18 L Canister With gt Y -
2 B Filter Canister Only I~ Enginaire Precleaner . - ‘ ‘ ‘
4 / [ fﬂ—
2 Aj— ’—f—!—”— Integrated VLR
>~ |
0 / >
y —?
«diEs —:;—‘ 50% Longer Filter Life
—:’(P—
1 1

Lower Initial Restriction Than Standard Filter

o NN B~ OO

T N TR A SN T N N N A I N I I N I N\ T\ B\ AN § & & N &S DN DD
L A A I R S A A L S SO

) ) SAE Course Dust in Grams
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VLR Integrated Heavy Duty

VLR MEANS VERY
LOW RESTRICTION

Reduce Operating Costs

Increase Filter Life
Improve Fuel Efficiency

Reduce Emissions

Increase Engine Life

The 360 degree axial flow integrated intake air precleaner and housing offers lower restriction than
standard air cleaner designs while offering the benefits of the industry proven Enginaire dynamic
precleaner with Very Low Restriction. P
S
,

The precleaner removes up to 97% of airborne p

contaminant, keeping the air filter cleaner for a -

longer period of time. This also means horsepower o

stays higher and emissions remain lower for longer ' .
periods of time. ; - --O

= Ly S
Elg YT \I .“_é- L]
T

e 1 straight Outlet Type 2 90 Degree Outlet

Tnitial Restriction
Model Part 6" H20 8" H20 10" H20 OD Outlet A B
Number Number Type | Safety | CFM | M3m | CFM | M3m | CFM | M3m | inch mm inch mm inch mm

mm; N0 74 2 S L T O L A A W R
1.7584VLR-E2-ST| 6819352 ves | 66 1.8 78 22 88 25 | 175 | 44 | 1330 338 | 5375 | 137
L75#4VLR-E1-90 68193 no 74 2.1 88 25 98 28 1.75 44 12.60 320 5375 137
1.7584VLR-E2-90| 68193-2 yes S8 1.6 68 1.9 88 2.5 1.75 44 12.60 320 5.375 137

[2VAVLRE2.ST | 6819451 Ve 74 71 52 23 | 114 | 3.2 | 200 | 51 | 1430 ] 363 | 5375 | 137
25s#4VLR-E2-90 68194 yes 68 1.9 78 2.2 97 2.7 2.00 51 13.30 | 338 5.375 137

IPSVIREIoT 59107 I O U S A R
25SVLR-E2-ST 681995 yes | 85 24 | 100 | 28 | 114 | 32 | 200 | s1 | 1975 | s02 | 6312 | 160
2#SVLR-E1-90 68190 no 82 23 95 27 | 105 | 30 | 200 | s1 | 1850 470 | 6312 | 160
SVLR-E2-9 68199 yes 75 2.1 88 25 97 2.7 2.00 51 18.50 470 6312 160

[TSIVIRE2ST | 68197
2.54TVLR-E2-90 | 68197
[SFTVLREZST | 68195s
3#TVLR-E2-90 68195
TAPAVIRF3ST | 68183
[AWIOVIR-F1-ST 68101
[ SHIAVLR-L2.ST | 68198-1
GHI4VLR-E2-ST TR108

yes 162 1.6 188 %) 212 6.0 | 2.50 64 | 2000 | 533 | KBS | 208
yes 138 39 161 4.6 181 £ | 2.50 64 20.62 524 8.188 208
yos 166 4.7 194 55 222 6.3 | 3.00 76 | 20.40 | S18 | 8.188 | 208
yes 150 4.2 177 5.0 194 55 | 3.00 76 | 21.00 | 533 | 8188 | 208
ves 100 L) 738 (%] 760 T4 | 3.80 %9 | 20.25 | 314 | 9.000 | 229 |
no 310 5.8 60 | 10.2 | 410 | 11.6 | 400 | 102 | 17,95 | 451 | 10.000] 254
ves 375 | 135 | 550 | 156 | 625 | 17.7 | 500 | 127 | 32.00 | 813 | 14.250] 362
ves | 510 | 144 | o0 | 170 | 675 | 100 | GO0 | 152 | 32.00 | 813 | 14.250] 362

e B B B B R R R R L
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VLR Series

Design Features and Options

Integrated Precleaner / Filter
Can be Mounted in Any Direction

Available With or Without Safety Element

External Dust Evacuator

Internal Dust Evacuator Optional
High Strength Composite Materials
Industry Standard Elements
Restriction Indicator Mount

Straight or Close Radius Outlet

1
Working Temperature -40C to +80C
3
/
7
8 4
MODEL / PART NUMBER

Description LTS VLR 2sm4VLR 2ASVLR 2547TVLR INTVLR ASASVLR 4¥10VLR SHI4VLR 64 VLR
1 |Precleaner 68193-3 68193-3 68199-1 68195-1 68195-1 68520 68190-3 68198-6 68198-6
2 |Primary Element 2s-F1 2sVLR-EI 2-El J-El 3-El 3.75-El 4VLR-E1 | ENI4-El1 | ENI4-E1
68300 68301 68310 68320 68320 68330 68190-1 684101 68410-1
3 |Safety Element 3vE2 | sVLR-E2| 2-E2 3E2 E2 37562 | AVLR-E2 | ENI4-E2 | ENI4-E2
68340 68641 68350 68360 6R3I60 68370 68190-2 68410-2 68410-2

4 |External Ejector 68211 NA 68210 68210 68210 68210 NA NA NA

5 |Clamp w/Hinge 68250 68250 68250 | 68250 (opt) | 68250 (opt) | 68250 NA NA NA
Sa |Metal Clamp (not shown) NA NA 325512 325512 325512 325512 325512 325512 325512
6 |Mounting Bracket 68230 68230 68235 68240 68240 68245 6R418 68198-7 681987

7 |Body 90 Degree Outlet 330106-2 3311m 331200 332100 330108-2 NA NA NA NA

7a | Body Str Outlet (not shown) 330106-3 331102 331201 332101 330108 333100 333400 334100 334101
Optional
8 |Internal Ejector 68212 NA 68213 68213 68213 68213 NA NA NA

Enginaire Clean Air Systems www.enginaire.com 1-800-359-1704 19



Air Precleaners ‘ B |

Original Aluminum & Stainless Steel

Reduce Operating Costs

Increase Filter Life

e, .
Improve Fuel Efficiency qi'-._" :
Reduce Emissions AN

Polished Aluminum Hood
Increase Engine Life Cast Aluminum body

Airflow range 3 to 2000 CFM Stainless Steel Rotor

(can be manifolded for greater CFM requirements)

Self cleaning ejector system eliminates up to 97% of dirt from the airstream
extending element life up to 10 times — or more!

Can be mounted in any position vertical, horizontal, even upside down!

Enginaire Precleaners are designed to remove most of the contaminant’s f
from the air that feeds the engine. Not only do they extend filter life, but

turbochargers, blowers, cylinder liners, piston rings, and lubricating oil are
protected from extreme wear caused by contaminants reaching the engine.

*(note: If mounted upside down there must be a shroud to keep debris from settling LIFETIME WARRANTY

Precleaner Specifications
Model | Part | Air Intake (ID) CFM M’/min Dimension Weight
Number] Number] Inch M.M. Min. Max. Min. Max. Inches Millimeters Lbs. Kg
1.D. LD. A B A B
200 161001} 2 50.8 | 20 100 | 0.57 | 2.8 | 3125 4.75 | 79.4 | 120.7 2 1.0
255 | 61005) 2.5 | 63.5 | 100 | 200 2.8 57 | 425 | 6.00 | 108.0 | 152.4 3 1.4
330 | 61010y 3 76.2 | 140 | 350 | 3.96 | 9.91 | 4.75 | 8.25 | 120.7 | 2096 5 2.3
440S | 61015) 4 101.6 | 140 | 350 | 3.96 | 991 | 4.75 | 825 | 120.7 | 2096 5 2.3
445 161020 4.5 | 1143 | 300 | 600 | 8.5 17 | 7.125 | 10.63 | 181.0 | 269.9| 8 3.6
550 | 61025) 5 127.0 ] 300 | 600 8.5 17 | 7.125 | 10.63 | 181.0 | 269.9 8 3.6
660S | 61030 6 1524 | 300 | 600 | 8.5 17 | 7.125 | 10.63 | 181.0 | 2699 8 3.6
660 | 61035 6 1524 | 400 | 850 | 11.3 | 24.1 | 7.125 | 12.25 | 181.0 | 311.2 9 4.1
770L | 61045) 7 177.8 ] 500 | 1400 | 14.2 | 39.6 | 7.25 | 14.13 | 184.2 | 3588 | 11 5.0
880 | 610501 8 |203.2| 500 | 1400 | 14.2 | 39.6 | 7.25 | 14.13 | 184.2 | 358.8| 11 5.0
990 | 61055 9 | 228.6] 900 | 2000 | 25.5 | 56.6 | 8.125 | 17.13 | 206.4 | 435.0| 14 6.4
1010 | 61056 10 | 254.0] 900 | 2000 | 25.5 | 56.6 | 8.125 | 17.13 | 206.4 | 435.1| 14 6.4
Caution! Precleaner selection must be based on engine airflow specifications—not on inlet tube diameter!
Refer to Page 16 for Engine Air Flow/ CFM Formula, visit Enginaire.com or give us a call for sizing help!
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Air Precleaners

Heavy Duty Composite

Enginaire Patented Centrifugal Air Precleaners also available in this lower-cost but still lifetime
warrantied composite plastic material. Composite versions were not introduced to the market
until a formulated glass-filled composite material was specially developed that contains the same
attributes as a metal ie: not a nylon or other plastic material that is susceptible to environment
like cold weather, rain etc. These should outlast or live as long as your machinery!

Extend Filter Life up to 10 Times!
Decrease time, cost and effort and increase engine and component life.

Specially formulated glass filled composite material . B N

Centrifugal rotor spins and ejects dust at 3000 RPM

Incredibly long-lasting with Lifetime Warranty! T
Can mount in any direction, even upside down A
l .
' 116,7.'-'(1)':{
Youlllll] peme ot €nginaire.com 2
<D~
Precleance Specifications
I Adrflow Dimension Weight
Mode! Pant Air Intake LD, CFM M3/ min Inches Millimeters Lba. Kg
Number Number] Inch MM, Min, Max, Min, Max A B A B

1.5-3/20 |61508] L5 38 3 20 | 0,08 | 057 | 225 | 35 | 57.2 | 889 | 042 | 0.19
2-20/150 | 61511 2 51 20 100 | 0.57 | 2.80 3 475 | 76.2 | 120.7 | 0.55 | 0.25
3-75/250 |61513| 3 76 75 250 | 21 | 7.0 4 7 1006 | 177.8) L5 | 0.68
4-150/465 | 61515] 4 102 150 | 450 | 4.3 | 13.20 )| 538 | 9.38 | 136.7 | 238.3 ) 283 | L3
4.5 -250/600 | 61521 4.5 15 | 250 | 500 | 7.1 | 1420} 7 1 1778|2794 37 14

5-250/600 |61523] 5 127 | 250 | 550 7.1 | 15.60 7 11 | 1778 | 2794 3.7 1.4
6s - 250/600 | 61519 6 152 | 250 | 600 | 7.1 [ 1700} 7 1 1778 | 2794 | 37 14
6-350/1100 | 61517 6 152 | 350 | 850 | 99 | 2410 6.625| 12 | 1683 | 304.8] 567 | 2.6

NEW 2” Composite Precleaners fits

90% of zero-turn mowers!

New Side Inlet Composite Precleaner
model with 2” Outlet

Smaller overall package or footprint
Has Multiple Rings for Intake

This Allows for more Air Flow

And Makes Unit Less Restrictive
Model Number 215-20/100
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Precleaner Screens

A Part Number| Fits Model A B Fits Tube

BSK08330 | 330 | 8.00" | 4.00" | 3.00"

ED BSK08440 | 4408 | 8.00" | 4.00m | 4.007
BSK10445 | 445 [ 10.00" | 4.00" | 4.50"

T BSK10550 | 550 | 10.00" | 4.00" | 5.00"
B BSK10660S | 6608 | 10.00" | 4.00" | 6.00"
! BSKI2660 | 660 | 12.00" | 4.00" | 6.00"
BSK14770 | 770L | 14.00" | 4.00" | 7.00"
BSK14880 | 880 | 14.00" [ 4.00" | s.00"

BSK17990 | 990 [17.00" | 4.00" | 9.00"

BSK0904P |4-150/465| 9.00" | 4.00" | 4.00"

BSK1056P |5-250/600 | 10.00" | 4.00" | 5.00"

BSK1260P [6-350/1100| 12.00" | 4.00" | 6.00"

Precleaner Debris Shields

Fits Model |Part Number
Metal 440s 63016-4
445 63016-45
550 63016-5
660s 63016-6s
660 63016-6
770L 63016-7
880 63016-8
990 63016-9
1010 63016-10
Composite|  3-75/250 63017-3
4-150/465 63017-4
4.5-250/600 | 63017-45
5-250/600 63017-5
65-250/600 63017-6s
6-350/1100 63017-6

New Enginaire Fully-Fabricated Precleaners
Stainless Steel Body with Aluminum Hood
Airflow Range 300- 3000 CFM

Built in Debris Shield Included

Lower Cost, Very Competitive Prices

Brushed Finish Hood

Lower in Restriction

1-800-359-1704
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Expanding and Reducing Adapters

Formed / Fabricated Metal

| Expansion Style |Part Number] OD ID |Length
_.‘ OD ‘<_ |Part Number] ©OD ID |[Length 66065 6.00" | 6.50" | 6.00"
62022 2.00" | 2.25 | 6.00° 66070 6.00" | 7.00" | 6.00"
62025 2.00" | 2.50" | 6.00" 66080 6.00" | 8.00" | 6.00"
62027 2.00" | 2.75" | &.00" 66090 6.00" | 9.00" | 6.00"
Expand i ng 62030 2.00" | 3.00" | 6.00" 67080 7.00" | 8.00" | 6.00"
62035 2.00" | 3.50" | 6.00" 67090 7.00" | 9.00" | 6.00"
Style 62037 2.00" | 3.75" | 6.00" 67100 7.00" | 10.00" | 6.00"
62527 2.50" | 2.75" | 6.00° 67110 7.00" | 11.00" | 6.00"
k- 62530 2.50" | 3.00" | 6.00" 67130 7.00" | 13.00" | 6.00"
62535 2.50" | 3.50" | 6.00" 68090 8.00" | 9.00" | 6.00"
—" ID “_ 62537 2,50 | 3.75" | 6.00" 68100 | 8.00" | 10.00" | 6.00"
62540 2.50" | 4.00" | 6.00" 68110 8.00" | 11.00*| 6.00*
62545 250" | 4.50" | 6.00" 68130 8.,00" | 13.00*| 6.00"
63035 3.00" | 3.50" | 6.00° 69100 9.00" | 10.00"| 6.00"
63037 3.00" | 3.75" | 6.00" 69110 9.00" | 11.00" | 6.00"
63040 3.00" | 4.00" | 6.00" 69120 9.00" | 12.00" | 6.00"
4,< OD ‘<_ 63045 3.00" | 4.50" | 6.00" 69130 9.00" | 13.00" | 6.00"

64045 4.00" | 4.50" | 6.00" Reducing Style
. 64047 4.00" | 4.75" | 6.00" 82520 2.50" | 2.00" | &.00"
Reducing 64050 4.00" | 5.00" | 6.00" 83025 3.00" | 2.50" | 6.00"
64060 4.00" | 6.00" | 6.00" 84030 4.00" | 3.00" | 6.00"
Style 64065 4,00" | 6.50" | 6.00" 84035 4.00" | 3.50" | 6.00"
E 64550 4.50" | 5.00" | 6.00° 85040 5.00" | 4.00" | 6.00"
y\ | 65052 5.00" | 5.25" | 6.00" 86050 6.00" | 5.00" | 6.00"
— ID I'— 65055 5.00" | 5.50" | 6.00" 86055 6.00" | 5.50" | 6.00"
65060 5.00" | 6.00" | 6.00" 87060 7.00" | 6.00" | 6.00"
65065 5.00" | 6.50" | 6.00" 89070 9.00" | 7.00" | 6.00"

65070 5.00" | 7.00" | 6.00"

Please note: If you don’t see what you need, call us and we will make it for you.

Straight Stack Extensions

—"OD‘h Straight Stack Extension
_ Part Number|OD - 1.D.| Length
30012 3" 12"

40012 4" 12"

‘ 40018 4" 18"

45012 4.5" 12"

L 50012 5" 12"

50018 5" 18"

60012 6" 12"

60018 6" 18"

70012 7" 12"

_v > 80012 8" 12"
90012 9" 12"

—" ID “— 90024 9" 24"
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Cabaire Cab Pressurization Introduction

We now incorporate our proven centrifugal precleaners in a
compact design with high-efficiency downstream filters and air
pumps to supply clean filtered air to enclosures like operator cabs of
equipment or mining electrical boxes. Those high-efficiency dust
filters (HEPA or MERV 16) trap dangerous particles like silica, or with
activated charcoal filters they absorb gases, odors and fumes from
entering working environments. Cabaire helps protect workers and
alds compliance with silica dust and/or chemical type regulations!
You choose from 4 sizes, 3 filter types on Standard and Extended
Length sizes, and you choose from 3 technology tiers with different
motor and automation as well as monitoring and tracking features.

PO Model

Standard S Model

EL Model

No Filter 3 Filter Choices Ex. Length Fiiter

Cabaire®

20% + of
dirt ejected
here

Filtered air
under pressure
to enclosure

How Cab Pressurization Works
Dirt is separated

by centrifugal force

inside the precleaner

Dirty air
enters

Filtered
air to

Clean “rpemp

Intelligent Cab Pressurization

Enginaire Clean Air Systems

www.enginaire.com 1-800-359-1704



4 Sizes 3 Filter Types
RD Model *For S and EL Models Only
PO Model MERV 16 (Standard)

Standard S Model HEPA (recommended for silica)

Extended Length EL Model Activated Charcoal (Vapors, Gases)

3 Levels
*For any of the sizes

Constant Flow CF: Precleans, filters and maintains pressure with
constant airflow; 150-200 CFM

Automatic Pressure Control APC: Maintains pressure with motor
control adjusting airflow for optimal pressure

Intelligent Cab Pressurization ICP: Same motor control as APC along
with LED pressure read-out in cab, low pressure lights and alarms, and
data tracking capability,

RD Model Pressurizer Air Pump

RD Model Constant Flow CF , Part# 68690-RD
RD Model Automatic Pressure APC Part# 68691-RD

RD Model Intelligent Cab Pressure ICP, Part# 68750-RD

Pressurizer air pump
Can use with downstream filter

12/24v

Standard S Model Pressurizer Air Pump, Filter, Precleaner

Model S Constant Flow CF, Part# 68690
Model S Automatic Pressure APC, Part# 68691

Model S Intelligent Cab Pressure ICP, Part# 68750

Precleaner, filter and pressurizer pump
MERV16, HEPA or Activated Charcoal filter

12/24v

Enginaire Clean Air Systems

Cabaire Models and Tiers

Available with
HEPA filters,
99.97% efficient
at .3 microns

PO Model Pressurizer: Air Pump with Precleaner

PO Model Constant Flow CF, Part# 68757

PO Model Automatic Pressure APC, Part# 68725

PO Model Intelligent Cab Pressure ICP, Part# 68755

Precleaner and pressurizer pump
Use stand-alone or with downstream filter

12/24v

RD Model Pressurizer Air Pump, EX Long Filter, Precleaner

Model EL Constant Flow CF, Part# 68690EX
Model EL Automatic Pressure APC, Part# 68727

Model EL Intelligent Cab Pressure ICP, Part# 68756

Precleaner, EL long filter, pressurizer pump
Cellulose, HEPA or Activated Charcoal filter

12/24v

1-800-359-1704
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Cabaire Filter Choices / Efficiencies

Standard Filter MERV 16: 95% efficient at 0.3 microns (99.7 at 3.0 microns)

Optional HEPA Filter: 99.97% efficient at 0.3 microns

HEPA in Standard Length and Extended Length Versions

Activated Charcoal Filters for VOC’s, Odors, Fumes, Gases

Activated Charcoal Filter in Extended Length More Surface Area and Compacted Charcoal

HEPA Filters

Grey Matter Activated Charcoal

Cabaire Three Levels of Pressurization

HEPA or Activated Charcoal

Constant Flow

Pressurization

Precleans, Filters,
and Maintains

Pressure With

Constant Airflow

26

Automatic

Pressure Control

Precleans, Filters,
and Maintains

Preset Pressure By
Monitoring Pressure
And Adjusting Airflow
With Motor Speed
Control

Enginaire Clean Air Systems

inaire®

Clean Air Systems

Intelligent Cab

Pressurization

Precleans, Filters,
and Maintains

Preset Pressure By
Monitoring Pressure
And Adjusting Airflow
With Motor Speed
Control

Includes Data

Collection And Low
Pressure Alarms

www.enginaire.com
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Principles of Intelligent Cab Pressurization and Data Logging

Dirty hazardous air enters the filter through
angled vanes.

The vanes start the airflow spinning and mov-
ing upwards.

The spinning airflow is accelerated further by
the integrated precleaner rotor. Centrifugal
force throws the heavier than air dirt and dust
particles to the outside walls.

90%+ of the dirt and hazardous debris is eject-
ed safely away.

An inner vortex is formed and only precleaned
air is drawn down into the filter chamber.

The precleaned air is sucked through the
easily serviceable filter media for final filtra-
tion. Media options include Paper, Charcoal,
and HEPA.

A variable speed centrifugal air pump gener-
ates powerful pressurized air.

8.

10.

11.

12.

al

Clean, hazard free, pressurized air
is delivered to the operators cab.
The pressurized air is mixed with
the HVAC systems return air.

The air passes through the HVAC
system and into the cab.

Positive cabin pressure insures a
safe work environment. Positive

internal pressure repels harmful,
hazardous dust.

The Cabaire ICP unit monitors the
cabin pressure as measured through
its built-in pressure transducer and
calculates the error based on the
pressure set point. This value is
applied to an algorithm and the

controller calculates a pr

14

13

Enginaire Clean Air Systems

12

16

11

tion-

13.

14.

15.

16.

www.enginaire.com
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If the cab pressure drops below the set point a
visual and/or and audible alarm is activated.

A back lit LCD displays actual cab pressure in
pascals on the top line and the time and date
or any alarms present on the bottom line.

The digital interface allows the operator to easily
adjust the pressure set point and access addi-
tional features.

The processor can store up to 3 months of
data including date, time, pressure readings
and alarm instances. Data logs are easily
downloadable via Bluetooth.

1-800-359-1704
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Cabaire - Pressurization For Dust / Chemical Regulations

Cabaire with HEPA Filters Perfect for OSHA Silica Regulations!

Cabaire in Regards to helping in Government Regulations.

The new OSHA silica rules are significantly more stringent than previous
regulations. The new rule forces employers to cut “permissible exposure

limits” (PEL's) by half. In addition, the rule lists requirements for assessing and
monitoring exposure, protecting employees, mitigating dust, keeping records
and communicating with employees, or employing Engineering Controls like
a Cabaire System!

To avoid being caught in such a situation, businesses can take action today to
improve their air quality. By implementing Cabaire Cab Pressurizers on mobile
and stationary equipment cabs, they can help aid their compliance with these
new regulations and protect operators health!

Additional information on OSHA's Silica Rule can be found at www.OSHA .gov/
Silica.

OSHA Recommends Cab Pressurization and High
Efficiency Filtration for Silica Regulation.

Straight from OSHA Silica Construction Requlation 1926.1153

28

For measures implemented that include an enclosed cab or booth, ensure
that the enclosed cab or booth:

A. Is maintained as free as practicable from settled dust;

B. Has door seals and closing mechanisms that work properly;
C. Has gaskets and seals that are in good condition and working properly;

D. Is under positive pressure maintained through continuous delivery of
fresh air;

E. Has intake air that is filtered through a filter that is 95% efficient in the
0.3-10.0 pm range (MERV-16 or better); and

F. Has heating and cooling capabilities

Enginaire Clean Air Systems www.enginaire.com 1-800-359-1704



Flexible Rubber Tubing e ey

[Part Numberq A-1.D. B-LD. Length
| | 68392 1.5" 1.75" 8"
A | 2 68398 2" 2" 15"
—— | 68399 3" 3" 15"
T 68397 4" 4 12"

68396 5" 5" 12"

Custom Thru The Hood Adaptation

Enginaire can help with “thru the hood” adaptation. If your filter is under the hood, you
may want to bring air into the engine from outside. We have several types of adapters to
help you achieve what you need.

Flange Tube Adapters

Flange tube adapters are a convenient way to add an outside stack to your machine.
Just mark the location, cut a hole and insert the adapter. The flange will cover up
any imperfection in the hole. Drill and add the loose flange on the bottom to
“sandwich” to hood. Mount a precleaner on the outside and connect a rubber tube
to the air filter inlet and you are done.

Flanged air inlets work in

conjunction with Cabaire®
cab pressurization. It
makes a clean “grill” for
the air to enter the cab.
Available in painted steel or
polished stainless steel.

-

Flange adapters are
available in standard tube
sizes. Also available in
expanding or reducing
configurations.

Call us and let us help with the size you need.

Enginaire Clean Air Systems www.enginaire.com 1-800-359-1704
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RuUbber Couplings Rubber: Hump Hose

Standard'and 'Reaucing (CONNECLOr
}.7|D—»| |'—ID——'| art Number ngth |

94250 | 250" | 5.25"
94300 | 3.00" | 525
94350 | 3.50" | 5.25"
94400 | 4.00" | 525
Length 94450 | 4.50" | 5.25"

94500 | 5.00" | 6.00"
'—ength 94550 | 550" | 6.00"
94600 | 6.00" | 7.00"
94700 | 7.00" | 7.00"
94800 | 8.00" | 5.00"
94800L | 8.00" | 8.00"

Length

Part Number D ID_| Length Rubber H ump Hose
R56215 2.00" | 1.50" | 2.50"
R5615 Ls0" | 150" | 250" (Connector: /- Reducer.
R5622 2.50" | 250" | 3.50"
R5633 3.50" | 3.50" | 4.00"
R5644 450" | 450" | 4.00"
R5664 6.5" | 450" | 6.00" For Nombery 101 (D 1 Lemgh

52220 2.25" | 2.00"
52522 2.50" | 2.25"
54030 4.00" | 3.00" | 5.25"
55040 5.00" | 4.00" 5.50"
55540 5.50" | 4.00" | 6.00"
56050 6.00" | 5.00" | 6.00"
56055 6.00" | 550" | 6.00"
57060 7.00" | 6.00" | 5.00"
58055 8.00" | 5.50" | 7.00"
58060 8.00" | 6.00" | 6.00"
58070 8.00" | 7.00" | 6.00"

RS30X20X35 3.00" 2.00" | 3.50"
RS375x35x35 3.75" 3.5" 3.50"
RS438X375X35 | 4.375" | 3.75" | 3.50"

Insert Sleeve Reducer- Adapters

‘ Part Number| OD ID Part Number | OD 1D Part Number| OD 1D
32015 2.00" | L530" 33532 3.50" | 3.25" 36050 6.00" 5.00"
32017 2.00" | L75" 33735 375" | 3.50" 36055 6.00" 5.50"
32220 2.25" | 2.00" 34027 4.00" | 2.75" 37060 7.00" 6.00"
32522 2.50" | 2.25" 34030 4.00" | 3.00" 37065 7.00" 6.50"
33020 3.00" | 2.00" 34035 4.00" | 3.50" 38070 8.00" 7.00"
33025 3.00" | 2.50" 34037 4.00" | 3.75" 38075 8.00" 7.50"
33027 3.00" | 2.75" 34540 4.50" | 4.00" 39080 9.00" 8.00"
33230 3.25" | 3.00" 35040 5.00" | 4.00"
33530 3.50" | 3.00" 35045 5.00" | 4.50"

These are just partial lists of rubber parts available.

Please call if you don’t see what you need.
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00/ Degree Elbows = Standardfand*Reducing

Part Number| ID ID | Radius | C.H. ||Part Number| 1D ID | Radius | C.H.
68375-1*% | 175" | 1.75" | L50" | 2.125" 92450 4.50" | 4.50" | 3.50" | 5.75"
68375% 2.00" | 2.00" | 1.625" | 2.25" 75040 500" | 400" | 3.75" | 5.75"
92200 2.00" | 2.00" | 2.00" | 3.50" 92500 5.00" | 5.00" | 4.13" | 6.00"
92225 225" | 225" | 2.25" | 3.75" 92550 5.50" | 5.50" | 3.50" | 5.75"
92250 250" | 250" | 2.50" | 4.00" 76050 6.00" | 5.00" | 3.81" [ 6.25"
68376% 3.00" | 3.00" | 2.375" | 3.00" 76055 6.00" | 5.50" | 5.00" | 6.75"
92300 3.00" | 3.00" | 3.25" | 5.00" 92600 6.00" | 6.00" | 5.00" | 7.00"
73530 3.50" | 3.00" | 2.25" | 3.50" 77050 7.00" | 5.00" | 5.00" | 6.75"
68377* 3.50" | 3.50" | 2.625" | 3.25" 77055 7.00" | 550" | 4.38" | 6.25"
92350 3.50" | 3.50" | 4.00" | 5.50" 92700 7.00" | 7.00" | 5.56" | 7.50"
92400 4.00" | 4.00" | 4.13" | 5.75" 92800 8.00" | 8.00" | 6.50" | 8.50"

* Close radius plastisol elbows some with restriction gauge ports

45'[Degree EIDowWS

\

Part Number| ID 1D Radius | C.H.
1D 93200 200" | 2.00" | 2.00" | 4.00"
93250 2.50" | 2.50" | 2.50" | 4.31"
93300 3.00" | 3.00" | 3.75" | 5.50"
93400 4.00" | 4.00" | 4.25" | 5.50"
93450 4.50" | 4.50" | 3.50" [ 5.03"
93500 5.00" | 5.00" | 4.50" [ 5.50"
CH 93600 6.00" | 6.00" | 5.00" [ 6.50"
. 93700 7.00" | 7.00" | 5.56" [ 8.00"
Radius 93800 | 8.00" | 8.00" | 6.50" | 8.25"

Part Number A B ID oD
68375-2 3.375" |2.1875"| 1.75" | L.75"
68378 3.875" | 2.375" | 2.00" | 2.00"
68374 4.54" | 2.80" | 2.50" | 2.50"
68376-1 5.00" [ 3.00" | 3.00" | 3.00"
68377-1 5.875" | 3.875" | 3.50" | 3.50"
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FILTRATION SOLUTIONS BY INDUSTRY

Firefighting Apparatus and Equipment

Have custom made vast majority of filtration products in all-stainless builds for flame retardance.

All-Stainless Cabaire recently introduced including first-stage precleaner and metal, mesh spark arrestor prior to high-efficiency
dust or gaseous protective filter media and brushed or brushless 12/24V motors.

Offer all sizes of UL Approved Flame Retardant engine air filters for small to large engines and canisters also UL Approved in both
plastic and metal configurations.

ME Series metal engine air cleaners are typically for larger engines like used for fire apparatus and OEM'’s give incredible feed-

Steel and Stainless Steel
Air Cleaner Canisters with

Flame Retardant Elements

-

¥
4
k./‘

All Stainless Cabaire

Highest in efficiency, lowest in restriction and the best for customizing to specific needs.

Only manufacturer offering 990 (9”) and 1010 (10”) precleaner for fracturing industry plus air cleaners/precleaners over 2,000 CFM
New innovative low-profile ME Metal Canisters and Large VLR’s with precleaner built in the end-cap for smallest package!
ME Series Large Air Volume Metal Canisters offer option to place air inlet in many different locations including Axial on endcap.

These VLR’s with precleaner built right in the end of air cleaner have lower restriction than canisters with no precleaner at all!

Large VLR air cleaner/precleaner combo!

Largest selection of metal
large volume air cleaner

Standard on many Fracturing ! —
canisters. Specialize in

OEM'’s equipment ) .
offering custom designs for
perfect fit air cleaners with
or without precleaner/s. Choice of inlet location,

inlet/outlet sizes, integrated axial precleaners etc.
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FILTRATION SOLUTIONS BY INDUSTRY

Commercial Lawn and Tree Care

Unmatched efficiency and durability of 2”, 3” and 4” outlet air composite precleaners trusted by top OEM equipment in

lawn and tree care

Patented and unique VLR combo air cleaner/precleaner technology perfect for smaller engines on zero-turns, mini
skid-steers and wood chippers

Newer style precleaner in 2” outlet size that gives an even smaller footprint on top of the air intake inlet with multiple

intake rings allowing more air flow and less restriction

Offer the very best plastic air cleaner designs industry-wide in our innovative TL Twist Lock technology. Fits in much
tighter spaces, flush against machines, and eliminates the wire clips or
clamps for a single moveable lever simply pull and twist cap off. Far

stronger locking with 6 internally structured stout plastic pins.

VLR Air Cleaner w/ Integrated Precleaner

Composite precleaners with Lifetime Warranties, 3” and 4”
perfect for wood chippers, stump grinders, etc.

Mining and Heavy Construction
Cabaire Cab Pressurization with HEPA filtration directly addresses the recent OSHA Silica Regulations as an engineering control to
retro-fit and provide operator protection from dangerous dusts and/or gaseous vapors.
Widest selection of metal and composite air precleaners all with lifetime warranties and made to extend air filter life over 5 times.

Full range of innovative air cleaners to fit all engine sizes. Competitively priced and have standard models in plastic and metal plus

every intake accessory and adapter to be your single source air filtration provider.
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FILTRATION SOLUTIONS BY INDUSTRY

Concrete

Long History working with OEM'’s in the concrete industry and plastic precleaners with lifetime warranties have been
the top choice for many of these equipment manufacturers. Metal precleaners also standard on many cement mixers.

Integrated air cleaner / precleaner VLR Series in plastic or metal is the best answer to compact, low-profile air filtration
solution and still gives you the benefit of having a precleaner as it is built right into the endcap and is the lowest
restriction model we offer!

Innovative plastic TL Twist Lock Series air

cleaners offer revolutionary design
eliminating all external clips or clamps for a
single lever that can mount flush against
machine and can be moved to 5 places

around the housing. Simply pull the lever
and twist the cap off. Much stronger locking |
with 6 internally structured stout plastic
pins.

Utility/Maintenance

Patented composite precleaners with lifetime warranty are an incredible asset to extending filter life and providing
engine protection on street sweepers and other municipality maintenance equipment.

VLR integrated air cleaner/precleaners and our TL Twist Lock Series air cleaners offer a great compact, low-profile air
filtration solution. VLR’s give the benefit of having built-in precleaner without the added height profile as well as
lower restriction and the TL Twist Lock Series is our most compact air cleaner offering eliminating clips/clamps for a
single lever giving a smaller package and ability to mount right up to the machines.
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FILTRATION SOLUTIONS BY INDUSTRY

Power Generation

Generator manufacturers often look for air filtration companies that offer
models with flame retardant UL approval. Enginaire has numerous models
proudly bearing the mark of UL Approved.

UL Approved plastic TL Twist Lock Series can be seen on pg. 5 and for larger
air volume UL Approved models look to pg. 10-11. (all the ME Metal
Canisters are available with UL Approved filters and we can custom make
any size as an ME Style Canister)

Gensets often have space constraints and the TL Twist Lock Series is the

most compact plastic air cleaner offering. There are no clips or clamps to

engage the cap so room is not needed for both hands and those clips. The single lever that you pull and twist cap off can
be positioned in 5 different places around the housing and given this mechanism, the canister can be mounted flush
against machine.

We love designing custom air cleaners and can make any size metal canister quicker than competitors. You get choice of
inlet location (tangential left/right, top-center, or axial inlet on endcap for downstream filter.

Agriculture and Harvesting

Cabaire Cab Pressurization is offered with 2 different sizes of |

Activated Charcoal Filters to keep gaseous vapors, chemicals N

and odors from the operator cab environment. Higher-tier

models of Cabaire available with brushless 12 or 24 Volt

motors as well as the APC Automatic Pressure Control Model [

with pressure sensitive motor control monitoring pressure in :

the cab and ramping the unit up and down depending on

pressure need to always maintain optimal 50 pascals of pressure in the cab. This elongates filter life as air is only being blown
across the filters as is needed and this creates a quieter pressurizer system running whisper quiet when optimal pressure in

achieved as well as having a special fabricated quieter fan.

Orchard and Nut Harvesting equipment has been a top industry in Ag for Cabaire Cab Pressurizers. Retro-fitting is always a
possibility as the Cabaire comes with a 3” diameter rubber accordion style flex tube and air can be routed through existing HVAC
system or straight into the cabs through a stainless flange adapter shown on pg. 29.

Patented, lifetime warranty composite plastic or metal air precleaners extend filter life over 5 times and are great for any dusty
application.

Larger air volume metal air cleaner canisters are great for large tractors and we enjoy creating custom air cleaners. Page 13 shows
our LV Dual 2000 CFM air cleaner canister which fits 4 filters, 2 primary, 2 safety, in a single canister with one inlet to reduce
canisters and number of precleaners needed. We can make any size metal canister and give flexibility of inlet/outlet sixes and
locations. Look at the ME Series on page 10 for more information and to see single canisters up to 1600+ CFM.
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ENGINAIRE PRECLEANERS
LIFETIME WARRANTY
Your complete satisfaction with your Enginaire Precleaner is Enginaire’s main goal. Towards such goal

Enginaire offers a lifetime warranty to the original purchaser, and will replace any part or the entire unit which is

defective in material or workmanship and breaks or fails to function under normal use.

ENGINAIRE AIR FILTER
ONE YEAR WARRANTY

Your complete satisfaction with your Enginaire air filter is Enginaire’s main goal. Towards such goal
Enginaire offers a one year warranty to the original purchaser, and will replace any part or the entire unit which is
defective in material or workmanship and breaks or fails to function under normal use
(elements not included).

These warranties do not cover the breakage or failure due to abuse, misuse, accidental damage, or acts of God.
There are no express warranties except as listed above. Enginaire shall not be liable for incidental or consequential
damages resulting from the use of any Enginaire product or arising out of any breach of

warranty. All express and implied warranties, including warranties of the merchantability and fitness for
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Enginaire Built For Customers Engines and Operator Cabins : Live and Breathe Easy!

Make us the Full Choice Supplier of Your Complete Air Filtration Systems!

We provide Customers the Strongest and Longest Lasting
Manufactured Solutions. We Stock and Maintain Distribution
Around the World and Continuously Seek Partnership Opportunities.

® & ®
I n ﬂ I re YUU Demos at Enginaire.com

Clean Air Systems
DO IT RIGHT! Enginaire Clean Air Systems
122 South River Street * Janesville, WI 53548
800-359-1704 * 608-755-5466 * Fax 608-755-5460
www.enginaire.com * cleanair@enginaire.com

These products are protected by one or more of the following United States Patents: 4-197-102, 5-022-903, 5-449-391, 5-505-756, Des. 422-069, 6-264-712 B1,
6-348-077 B1, 6-361-574, 6,709,479 B1 Australia 69299, 763153, Canada 2171775, South Africa 96/02058, New Zealand 286166, 514344, India 207507,

. . European 1268038 January 2020

Printed in the USA

Other Patents Pending both United States and Foreign.
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